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Specifications

Model name IK-WBO2A

Power AC 24V+10°6 80HZ/DC 12V+10%/ PoE
Power consumption Approx. 5.5w with Al lens
Image sensor 1/3 inch CCD image area sensor

Image pickup area

4_98mm (0.195inch) horizontal X &.0mm
(0.236inch) vertical (1/3inch type)

Effective picture element

771 horizontal x 492 vertical

Scanning system

2:1 interlace NTSC Standard TV system

Scanning frequency

15.734kHz horizontal 59.94Hz vertical

Synchronization

Line-Lock, Internal manually switchable

Resolution

Horizontal 480 TV line
Mertical 350 TV line (NTSC)

Minimum illuminance of subject

0.2Lux (F1.0, more than 10% of image output  =0.45)

SN

50 dB (Typ.) (AGC off, weight ON)

Video output VBS 1.0V p-p/ 75 ohms, composite
Qutput impedance 75 unbalanced

White balance Automatic (2500.K to 10,000.K)
Ins control Video Out / Iris Driver Circuit Built in
Gain control Average AGC, (18dB)

Automatic electronic shutter

ON (1/60s to 1/100000) / OFF (1/60s)

Backlight compensation

Manual ONfOFF switch (selectable 5 area)

Lens mount CS mount

Alarm terminal Input X 1, Output X 1

Image size 640 X 480 320 X 240 160 X 120
Image comprassion method JPEG

Quality settings 5 levels

Maximum frame rate *1

Max. 22 fps (640 X 480)
Max. 30 fps (320 X 240, 160 X 120)

Audio "2

Available (bi-directional {(input through a microphone,
output through a speaker), PCM, ADPCM)
Audio-in jack: 3.5mm mono mini jack, plug-in power
supported
Audic-out jack: 3.5mm mono mini jack

Motion alarm feature

Available (Recordable to an SD mamory card)

Image recording feature

Available (Recordable to an 5D memory card)

Storage media

S0 memory card (not supplied)

Mail notification feature

Available

Interface RJ-45 (10Base-T/100Base-TX)

Protocols TCPAR, UDPAF, HTTR, SMTF, DNS, FTPc, FTPs,
DHCP, POP3, DDNS, NTP, ARF, ICMP, RNCP

Guaranteed operating temperature ~10°C to +40°C

Guaranteed operating humidity From 30% to 90% (no condensation should occur)

Storage temperature -20°C to +60°C

Weight Approx. 430g (camera only)

External dimensions

2.74(W) X 1.97(H) X 4.56(D) inches (63 X 50 X 116mm)
(camera only)

Accessories

mini CD-ROM (1),

Safety Precautions and Quick Start Guide (1),
IRIS connector (1), EMI core (3)




